REPLACEMENT IGNITION KIT FOR
FyereGEN AND Hyecre@EN PRO

INSTALLATION INSTRUCTIONS

IMPORTANT SAFETY INFORMATION

* DO NOT DISCARD

% LLILLILLI_I'II:IIjI'DiI'II'IDVBtiDI'IS_I:Dﬂ'I %

Installation Instructions
Replacement Ignition Kit

STEP 1
Remove the front cover by unscrewing (2) Phillips-head screws at the top of the
generator and (2) Phillips-head screws at the bottom bottom. Pull knobs of unit
straight off (they may be stiff). Remove cover of unit.

STEP 2

Start by disconnecting the wires from the thermocoupler sensor and both
ignitors. You can do this by simply pulling the wires directly from the sensor
and ignitors with your fingers. These will be the thick, black wires running
from the ignition box to the sensors that are placed in the burner. Do not adjust
the placement of the igniters and thermocoupler probes above the burner.
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Please note the sensor with the blue tape.

Wires connected to two
ignitors and a sensor.
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One wire removed. Two wires removed.

CONTINUED ON REVERSE SIDE
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STEP 3

Unplug all your old sensors from the old ignition kit. Also be sure to
remove the screw holding the black ground wire.

This sensor is located in the upper Black Ground Wire attached with screw.

rightcorner of the unit.
STEP 4
Remove (2) screws holding old ignition box in place.

Secure new ignition box with
2) Phillips-head screws to
mountmg bracket.

STEP 6 (HydroGEN Only-Disregard for HydroGEN PRO) com—
Remove battery pack if unit is HydroGEN. (2) Phillips-head screws.
*NOTE: Do not run plugs through old battery pack hole.
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*NOTE: Do not run your plugs
thru this hole.*

0ld Battery Pack.
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Installation Instructions
Replacement Ignition Kit Continued

STEP 7 (HydroGEN only, HydroGEN PRO users disregard) c—
Drill (2) X (5/16”) holes in the side of the unit in order to run your plugs
for the new ignition’s power cord plug and Ice Cap heat scrubber
accessory plug. Remove the lock washer and nut from the tips of the
plugs before running them through the drilled holes.
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STEP 8 (ALL UNITS)
Reconnect all sensors to new ignition kit’s plugs and wires by pressing
firmly in place.

New ignition kit installed completely.
Reinstall cover, screws, and knobs.
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Want to know more about

water-cooling your garden?

Get Answers...

Demo videos of a complete water-cooled
garden with our innovative products in
action can be found at YouTube.com
or at hydroinnovations.com

Hydro Innovations CHILLKING® Chiller Line

Water-Cooled System Installation ¢ Part 1

Ice Box Video © Part 2

HydroGEN PRO Installation ¢ Part 2

C02 Product Line

IF YOU REQUIRE ADDITIONAL ASSISTANCE PLEASE CONTACT US:
Email: support@hydroinnovations.com ® Phone: (512) 321-7575
HYDRO INNOVATIONS ¢ 1924 HWY 95 N ® BASTROP, TX 78602



